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Installation Instructions
21+ Chevy Tahoe  
GNG-21TAH

➢   Read all instructions before installing any Lund products.
➢   Check for obstructions (Wires, brake lines, fuel tank, etc.) before drilling any holes!

➢   Use hardware provided with install kit

Always!



Factory Door Panel Removal:
You'll need some basic hand tools, including a trim removal tool set and a 7mm socket with an
extension. T15 Hand Torx

1. Prepare the Door:

Lower the window completely to give yourself  more access and to prevent damage to the
window or panel.
It's a good idea to disconnect the negative terminal of  your car battery to prevent any electrical
shorts, especially when working with wiring.

2. Locate and Remove Fasteners:

Screw Covers: Look for small plastic covers that conceal screws. These are typically found:
Behind the door handle.
In the armrest pull handle.
At the bottom of  the door panel.

Screws: Once the covers are removed, use a 7mm socket to remove the screws. There are
usually around 3-5 screws in total. Some screws in the armrest might not come all the way out,
which is normal – you can retrieve them once the panel is loose.

3. Pry Off the Panel:

Start at the Bottom: Using a plastic trim removal tool, carefully begin to pry the door panel away
from the door frame. Many clips hold the panel in place.
Work Your Way Around: Once you get some leverage, work your way around the edges of  the
door panel, gently but firmly popping out the clips. Listen for the "pop" as each clip releases.
Lift Up: Once all the clips around the edges are released, the door panel will still be held by clips
along the top edge near the window. Carefully lift the entire door panel straight up to disengage
these top clips from the window channel.

4. Disconnect Components:

Door Handle Cable: With the panel loose, you'll see the door handle cable. There's usually a tab
you press down on to release the cable, then you slide the ball end out of  its housing.
Wiring Harnesses: Disconnect any electrical connectors for the window switch, door lock,
speaker, and any other components. (Speaker gets removed, will not fit behind GNG Panel)
These usually have a tab that you press to release them. Some models might have a plastic
retainer for the wiring that needs to be pulled off.
Lock Rod (if  applicable): If  there's a physical lock rod, you'll need to carefully pull it out of  its
attachment point.
Remove Armrest Bracket using 7mm hand driver.
Remove the cover over the window actuator using a T15 Hand Torx. Remove the window
actuator from the cover and return it to the wire harness. 

      ***Save all parts for reinstallation later
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Door Handle Cable



Remove window actuator from cover & 
return to wire harness.

Armrest Bracket 7mm Socket

Remove Window Actuator Cover T15 Torx

Remove Speaker and Disconnect Harness
7mm Socket 

Re attach the window switches:
Plug in the window switches. To waterproof
them, wrap each switch in a plastic bag and
secure it with a wire tie. Position the
wrapped switches so they're out of the way
of the window's movement. Before
proceeding, test that all switches are
working correctly.



GNG Door Panel Installation:

1. Install Gun Mount to Door Panel:

Attach the gun lock, mount, and muzzle bracket to the door panel.
Test fit your weapon to ensure proper alignment and make any necessary adjustments. The
muzzle should be angled towards the floor and away from the driver. Keep the butt of the
weapon as low as possible to prevent it from being visible from outside the vehicle. 

2. Test Fit Door Panel: (Make Sure Stereo Speaker Was Removed)

With the gun rack installed, test fit the entire door panel onto the vehicle. Make any final
adjustments as needed.
Position the trigger guard and confirm it clears the back seats when the door is closed. Once
you've found the ideal position, mark the spots for drilling.

3. Mount Trigger Guard:

After marking the holes and ensuring everything is aligned, remove the door panel. Drill out the
marked holes and then secure the trigger guard using the included hardware. Tighten all Gun
Mount hardware to ensure a secure fit. 

4. Wire Gun Rack (Optional):

At this point, you can wire the electronic gun lock, switch, and timer (Not Included) according to
your preference. There are multiple ways to complete this step, the final wiring configuration is up
to the end user

5. Install GNG Door Panel:

Finally, hook the top of  the door panel onto the vehicle's door. Align it properly and secure it
using the provided screws. 



Drill (2) 5/16" Holes to
bolt trigger guard to GNG
Panel

Secure panel to door
through pre-drilled holes
using supplied 8/32"
screws
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