
2021-23 Durango On-Dash Mount 
Installation Instructions

P/N ODM-DUR21

Caution:
Always be sure to secure and lock mount in place before driving.

➢ Read all instructions before installing any Lund products.
➢ Check for obstructions (Wires, brake lines, fuel tank, etc.) before drilling any holes!

➢ Use hardware provided with install kit

Always!
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View of Durango dash prior to install 

Remove 7mm head fastener from center trim. Continue removing trim along dash and set aside. 

Push to start does not need to be unplugged.  

Gently pry out trim above headlamp control. 

Gently pry out trim above glovebox. Remove trim and set aside. 
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Remove 7mm head fastener from lower trim. 

Remove instrument cluster. Cluster does not need 

to be unplugged. It can be set aside next to 

steering wheel. 

Remove T-20 Torx head fastener from upper, 

center of the instrument cluster.  

Install lower mounting tab using previously 

removed OEM fastener.  

Remove (2) T-20 Torx head fasteners from 

instrument cluster.  

Remove trim around lower instrument cluster. 



Unsnap trim from dash. If you have the larger 10.1 
screen when you remove the black trim the screen 
will be attached to the trim plate. 

Place DMM frame onto upper mounting tabs and attach 

using supplied #10 screws, washers, and keps nuts.  

Ensure lower mounting tab is level when sticking 

out of dash.  

Remove 7mm head fastener from upper corner of 

radio and install DS upper mounting tab using OEM 

fastener.  

Reinstall previously removed dash trim and 

instrument cluster.  

Remove 7mm head fastener from upper corner of 

radio and install PS upper mounting tab using OEM 

fastener.  



Attach lower frame using supplied #10-32 
screws, washers, and nuts 



• Attach the ODM-DUR frame to the four brackets using 10-32 X ½” screws and washers on the

sides and top of the frame loosely.

• Next take a level and make sure the frame is leveled before tightening the four screws down.

• Once everything is leveled and tightened down you can now mount your tablet docking station.




