
Installation Instructions  
20+ Ford Police Interceptor Utility

TROY CAGE NP-KIT
LOFT-PIU20-NPKIT-T

Parts & Mounting Hardware:

QTY         DESCRIPTION PART NUMBER

2  "L" Bracket  LOFT-NP-PIU20-RPS
1  Left Support Bracket    LOFT-NP-PIU20-LFB
1  Right Support Bracket  LOFT-NP-PIU20-RFB

4  5/16"-18 x 7/8" Hex Head Bolt
8  5/16" Washer
4  5/16"-18 Nylock Nut
2  3/8 x 1" Hex Head Bolts
4  3/8 Washers
2  3/8 Nylock Nuts



1. Install the rear seat portion of the Troy Partition according to their instructions. Do not install side

window panels at this point.

2. If Troy Partition is already installed you must remove the driver and passenger side window panels and

(4) Troy mount brackets. Shown in (Fig.1)

3. Remove each factory d-pillar trim panel to access 3rd row seatbelt bolt holes. (Fig. 2)

***Optionally you can drill a 1” hole as shown in Fig. 2 to access the seatbelt weld nut.
4. Use supplied self-threading bolts and washers to mount LOFT “L” bracket as shown in pic (See Fig. 3)

Note: Read LOFT instructions.

5. If removed now re-install plastic D-Pillar trim panels.

6. Install the LOFT using the provided LOFT-PIU20-GV & LOFT-PIU20-NPKIT Instructions.

Important :  When Installing LOFT frame mount bracket (PIU20-LOFT-DR and PIU20-LOFT-PR) Be sure 

to add supplied “L” bracket to bolt to Troy side window guards. Using supplied 5/16” – 18 Hex Head Bolts, 

Nuts and Washers. (Shown in Fig. 4 & 5) 
7. Once LOFT is installed, Install Troy side window panels (Shown in Fig. 5)

8. Install provided rear partition “Z” brackets. These reinforce the Troy rear partition. 2 bolts go into the

slotted section on the LOFT and you will need to drill 2 holes on the Troy partition for each bracket.

(Shown in Fig. 6)
Be certain that there is clearance so that the LOFT opens and closes easily without rubbing on the Troy
Partition.



FIG. 4 



Installation Steps: 

1. Install rear most brackets (closest to the rear hatch) according to the instructions supplied with the
LOFT.

2. Remove the plastic floor panels in cargo area. Remove 1 OEM Bolt from each side closest to wheel
well and loosely attach the LOFT support brackets (LOFT-NP-PIU20-LFB Left) & (LOFT-NP-PIU20-
RFB Right) with OEM Bolts. Tighten after LOFT is positioned in vehicle. As shown in Fig. 1 & 2

3. Install the 2 "L" brackets (LOFT-NP-PIU20-RPS) onto LOFT with supplied 5/16" hardware. The "L"
brackets should be adjusted close to the corner of the LOFT so that they do not dig into the roof liner.
As Shown in (Fig. 3) ***Troy Cage NP-KIT's do not include or require Bulkhead as shown in (Fig. 3)

4. Place LOFT into vehicle (2 people are recommended for this step) and attach the support brackets to
the "L" brackets with the supplied 3/8” mounting hardware shown in Fig. 4. Also attach rear most

brackets to the LOFT frame mentioned in step 1.

5. Level the LOFT left to right and front to back. Be sure it is as close to the roof as possible and still fits
installed Gun and or equipment. Tighten all mounting hardware.

6. Notch plastic floor panel to clear LOFT support bars. Refer to supplied LOFT instructions to finalize
the installation.




