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Lund Industries, Inc.

Installation Instructions
2025+ Ford F150 

GNG-F150

➢ Read all instructions before installing any Lund products.
➢ Check for obstructions (Wires, brake lines, fuel tank, etc.) before drilling any holes!

➢ Use hardware provided with install kit

Always!

05/29/2026 



 

                   INSTALLATION GUIDE 
                      2025+ FORD F150 
           Parts and Mounting Hardware 

   
 
 
QTY     DESCRIPTION                                               PART No.         ITEM    

1 GRAB N GO DRIVERS SIDE REAR DOOR PANEL LI-GNG-FI50-DP 1 

1 GRAB N GO MUZZEL BRACKET LI-GNG-MB 2 

1 GRAB N GO LOCK MOUNTING BRACKET LI-GNG-LB 3 

1 GUN LOCK SC-1-2 4 

1 GRAB N GO TRIGGER GUARD EXTENSION LI-GNG-TGPE 5 

1 GRAB N GO TRIGGER GUARD PLATE LI-GNG-TGP 6 

1 GRAB N GO MOUNTING RAIL LI-GNG-RAIL 7 

3 1/4-20 x 1" LONG STEEL CARRIAGE BOLT, ZINC  1/4-20 x 1"  8 

9 1/4-20 x 5/8" LONG CARRIAGE BOLT STEEL ZINC 1/4-20 x .625 LG 9 

12 1/4-20 NYLOC LOCK NUT 1/4-20 LOCKNUT 10 

2 5/16-18 x 3/4" LONG HEX HEAD BOLT  5/16-18 x 3/4" BOLT 11 

2 5/16 FLAT WASHER STEEL 5-16 STEEL WASHER 12 

2 FLAT GROMMET FOR F150 GNG PANEL HW-F150-GRMMT 13 
 

   

12 #8  SELF TAPPING SCREW #8 SELF TAP 14 
 

   

    

    

    

    

    

    

    
 



 
 
 
GNG Panel Assembly of Parts: 
 
 

 

 

   

Note: 
 
Locating and threading holes for placement of the item #9 are done by the installer during the 
assembly. 



 
Removing the driver-side rear inside door panel on a Ford F-150 (which covers the 2021–2026 
model years) is a straightforward process. You will be dealing entirely with 7mm bolts hidden behind 
plastic trim pieces. 
 
 

 
 

Tools Needed: 
 

• 7mm socket and ratchet 
(or nut driver). 
 

• Plastic trim removal tool 
(highly recommended to 
avoid scratching the 
plastic). 
 

• Small flathead screwdriver 
or a metal pick. 
 

 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
Step-by-Step Removal Procedure: 
 
 

 
1. Disconnect the Battery (Optional but Recommended), Because you will be disconnecting 

electronic modules (like the window switch), it is safest to disconnect the truck’s negative battery terminal 
before starting. 

 
 

 
 
Removing the Hidden Trim Covers and Bolts: 
 
 

2. Move to the rear-
facing edge of the 
open door and locate 
the small red reflector. 
Use a pick or flathead 
screwdriver to gently 
pop it off, then 
remove the 7mm bolt 
in the recessed 
pocket.  

 
 
 
 
 
 
 
 

3. Just below the Grab 
Handle (Armrest): 
There is a plastic 
cover. Pry it up from 
the edge to reveal two 
(2) 7mm bolts inside its 
mounting compartment.  

    

 

 

 

 

 

 

 



 

3, Continued 

 

3. Remove the two 7mm Bolts 
as shown in picture. 

 

 

 

 

 

 

 

 

 

 

 

Bottom of the Door Panel: 
4. Look at the very bottom edge of the plastic door panel (facing the ground). You will see two (2) exposed 

7mm bolts screwed upward into the metal frame, remove both. 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

Lifting off the Door Panel: 
 

5. Start at the bottom corner of 
the door panel. Wedging your 
plastic trim tool between the 
plastic panel and the sheet 
metal of the door, gently pry 
outward until the plastic 
retaining clips begin to snap 
free. 
Work your way around the 
bottom and sides of the door 
panel, pulling outward with your 
hands to release any remaining 
clips. 

 
 
 
 

Do not attempt to yank the panel completely away from the door yet, as it is still attached by wires and the door 
latch cable and the Door lock cable. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 



 

Unplug window switch harness connector: 
 

6. Press the release tab on the 
green electrical connector 
feeding the power window 
switch and pull it out. (If the 
truck has upgraded rear trim 
features like heated seats or 
additional lighting, disconnect 
those wire harnesses as well). 
 
Also remove the black window 
switch from the door. 

 

 

 

 

 

 

 

 
7. Once both parts are separated 

from the door, re-connect the 
green window plug and the 
window switch as shown on 
next page..  

 
 

 

 

 

 

 

 

 



 

 

Reconnect as shown. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

8. Using the clear plastic bag 
provided with the GNG Kit, 
cover switch and plug and seal 
end with zip tie..  

 

 

 

 

 

 

 

 



 

Release and remove door 
mechanism: 
 

7. Press / Slide small tab upward to 
release door mechanism cable. 

 

 

 

 

 

 

 

 

 

 
 

Disconnecting door lock: 
8. Squeeze the locking tabs on the door, lock cylinder and slide the door handle cable out of its bracket. 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

Speaker Removal: 
9. With the speaker exposed, 

remove the speaker plug by 
pinching inward on the 
connector tabs, then pull 
outward. 

 

 

 

 

 

 

 

 

 

 

9, Continued 

 

9. Remove the three 7mm 
speaker mounting bolts and 
pull the speaker forward. 

 

 

 

 

 

 

 

 

 

 

 



 

Installing the GNG Mounting panel: 

 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
Panel Install continued: 
 

10. Position panel top over 
window molding as shown. 

 

 

 

 

 

 

 

 

 

 



Final Assembly Step 

11. Locate Perimeter holes
along outside edge of 
panel.  Use these holes as 
a pilot for installation of the 
#8 Self Tapping screws 
provided in your GNG Kit.

The installation of your 
GNG assembly is now 
complete.

  Caution: Be sure to comply with all gun safety rules when storing a firearm.  Never store a firearm with 
 a round in the chamber. 
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